
KKnnoocckk  &&  LLoocckkTTMM DDoooorr  SSyysstteemm

AAuuttoommaattiiccaallllyy  RReesseettss
AAfftteerr  IImmppaacctt

EElliimmiinnaatteess  DDoowwnnttiimmee

EElliimmiinnaatteess  CCoossttllyy
DDaammaaggee

HHiigghh  PPeerrffoorrmmaannccee  
wwiitthh  LLooww  MMaaiinntteennaannccee  

MMaaxxiimmiizzeess  CCoosstt  SSaavviinnggss

IIddeeaall  ffoorr  NNeeww  CCoonnssttrruuccttiioonn
oorr  RReettrrooffiitt

IINNDDUUSSTTRRYY LLEEAADDIINNGG  
CCOOMMMMEERRCCIIAALL  &&  IINNDDUUSSTTRRIIAALL

SSOOLLUUTTIIOONNSS

TThhee  OONNLLYY SSeellff--RReesseettttiinngg  DDoocckk  DDoooorr  

31124_C900_553.qxd  5/31/07  9:37 AM  Page 1





Service That Keeps You Rolling
For Overhead Door Corporation, maximizing your uptime is important. That’s why every Overhead Door-branded product is
backed by NationServeTM – our exclusive “One Call Does It All” customer service program and your passport to fast, 
professional service. A single call to (800) 935-4745 puts NationServeTM and our distribution network at your immediate 
disposal. The NationServeTM call center is staffed by trained professionals and is available 24 hours a day, 7 days a week.

TThhee  SSttaannddaarrdd  ffoorr  OOppttiimmuumm  PPeerrffoorrmmaannccee  

YYoouurr  OOnnee--SSttoopp  SSoouurrccee  ffoorr  HHiigghh--TTrraaffffiicc,,  aanndd  IInndduussttrriiaall  DDoooorr  SSyysstteemmss
Overhead Door Corporation offers a complete line of commercial and industrial door and operator 
systems through a number of divisions:

• Horton Automatics (www.hortondoors.com) for automatic slide doors for commercial,
clean room and industrial applications; manual sliding doors for health care settings;
automatic swing doors, folding doors and operators; revolving doors; pass-through 
windows; APM transit doors; and security doors.

• Overhead Door Corporation (www.overheaddoor.com) for commercial and rolling 
steel doors, service doors, security grilles, and high-performance traffic doors.

OOvveerrhheeaadd  DDoooorr  iiss  tthhee  iinndduussttrryy’’ss  lleeaaddiinngg  cchhooiiccee  ffoorr  qquuaalliittyy..

®

Plants
Distributors

Model SEL+ is designed to operate doors
up to 18' (5486mm) in height and 850
pounds (386kg). It is available as a 
trolley-type or side-mounted unit.

UULL  LLiisstteedd  SSttaannddaarrdd  VVoollttaaggeess
1/3HP, 115VAC single phase
1/2HP, 115/230VAC single phase and 
208-230/460VAC three phase

Model RMX is our newest, most
advanced medium-duty operator. It is
designed for quicker installation and 
hassle-free operation and operates doors
up to 16’ (4877mm) in height and 620
pounds (282kg). It is available as a 
trolley-type or side-mounted unit.

UULL  LLiisstteedd  SSttaannddaarrdd  VVoollttaaggeess
1/2 HP 115VAC single phase
230VAC, single phase

RReeccoommmmeennddeedd  CCoommmmeerrcciiaall  OOppeerraattoorrss

MMooddeell  RRMMXX MMooddeell  SSEELL++

Your NationServeTM representative will 
diagnose the situation and then provide:

• Same-day service for emergency calls
• Service within 24 hours for 

non-emergency calls
• A follow-up call within 48 hours
• A detailed service report customized 

to your requirements

FFoorr  aann  OOvveerrhheeaadd  DDoooorr  DDiissttrriibbuuttoorr  nneeaarr  yyoouu,,  ccaallll  11--880000--992299--DDOOOORR
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Consistent with our policy of continuing product improvement, we reserve the right to change product specifications without notice or obligation.

The Overhead Door  Logo is a registered trademark of, and Nation ServeTM is a trademark of Overhead Door Corporation.

Knock & LockTM is a trademark of Kenneth Nachreiner

Valtra is a registered trademark of Chevron Chemical Company.

IINNDDUUSSTTRRYY LLEEAADDIINNGG  
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Breakaway System

OOvveerrhheeaadd  DDoooorr  CCoorrppoorraattiioonn  

2501 S. State Hwy. 121, Suite 200 
Lewisville, Texas 75067
(800) 275-3290 Telephone
www.OverheadDoor.com

PPAARRTT  11  GGEENNEERRAALL

11..0011  RREELLAATTEEDD  DDOOCCUUMMEENNTTSS::
All of the Contract Documents, including General and Supplementary Conditions and
Division 1 General Requirements, apply to the work of this Section.

11..0022  SSUUMMMMAARRYY::
The work described in this section includes manufacturing, delivery and installation of
Knock & LockTM Breakaway Door Systems.
Related Sections: Other specification sections which directly relate to the work of this
section include, but are not limited to, the following:
Section 05500 – Miscellaneous Metal; metal framing and supports
Section 08710 – Finish Hardware; key cylinders for locks
Section 09900 – Painting; field painting
Section 16100 – Electrical; wiring

11..0033  RREEFFEERREENNCCEESS::
Applicable standards; standards of the following, as referenced herein:
American Society for Testing and Materials (ASTM)

11..0044  SSUUBBMMIITTTTAALLSS::
Product Data: Submit manufacturer’s product data and installation instructions for each
type and size of Knock & LockTM Breakaway Door System. Include operating instructions,
maintenance information and complete information describing the operating system
including instructions.
Shop Drawings: Submit shop drawings for prior approval to fabrication.  Include detailed
plans, elevations, details of framing members, required clearances, anchors, and 
accessories.  Include relationship with above materials.

11..0055  QQUUAALLIITTYY  AASSSSUURRAANNCCEE::
Manufacturer: Knock & LockTM Breakaway Door Systems shall be manufactured by a firm
with a minimum of five years experience in the fabrication and installation of 
sectional doors.  Manufacturers proposed for use, which are not named in these 
specifications, shall submit evidence of ability to meet performance and fabrication
requirements specified and include a list of five projects of similar design and 
complexity completed within the past five years.

Installer: Installation of Knock & LockTM Breakaway Door Systems shall be 
performed by an authorized representative of the manufacturer.

Single-Source Responsibility: One manufacturer shall furnish through its authorized 
representative, each Knock & LockTM Breakaway Door System as a complete unit as well
as any doors, tracks, hardware, motors and accessories for each type of door.  Secondary
components may be provided from an approved secondary source if acceptable to manu-
facturer of primary components.

Pre-Installation Conference: Schedule and convene a pre-installation conference just
prior to commencement of field operations to establish procedures, maintain optimum
working conditions and coordinate this work with related and above work.

11..0066  DDEELLIIVVEERRYY,,  SSTTOORRAAGGEE  AANNDD  HHAANNDDLLIINNGG::
Deliver materials and products in labeled protective packages. Store and handle in strict
compliance with manufacturer’s instructions and recommendations. Protect from 
damage caused by weather, excessive temperatures and construction operations.

11..0077  WWAARRRRAANNTTYY::
Manufacturer shall warrant:
Door panel interior skin constructed of Valtra® for a period of ten (10) years.
Panel retractile cord for a period of ten (10) years.
Door panel, hardware and exterior for a period of two (2) years.
Manufacturer shall warrant against defects in material and workmanship for two 
(2) years from date of installation.
Manufacturer shall warrant labor for one (1) year from date of installation.

PPAARRTT  22  PPRROODDUUCCTTSS

22..0011  AACCCCEEPPTTAABBLLEE  MMAANNUUFFAACCTTUURREERR::
Provide Knock & LockTM Breakaway Door Systems by Overhead Door Corporation,
Dallas, Texas; telephone, (800) 887-3667 or (214) 233-6611, fax (214) 233-0367.

22..0022  OOVVEERRHHEEAADD  DDOOOORR  KKNNOOCCKK  &&  LLOOCCKKTM BBRREEAAKKAAWWAAYY  SSEECCTTIIOONNAALL  DDOOOORR  SSYYSSTTEEMM::
Trade Reference: Knock & LockTM Breakaway Door System by Overhead Door
Corporation

Breakaway Door System Panel Assembly: Metal/Valtra® interior skin with
insulation/metal sandwich panel construction, with:
Interior Panel:
Valtra® rubber modified styrenic copolymer (with tensile strength of 4500PSI).
Can be stretched at room temperature to 55% of its dimension without breaking.
Standard panel color is white.
Panel Breakaway Design:
Panel shall not engage roller assembly to activate breakaway feature.
Panel shall not require any manual force to reposition the roller assembly on track or to
reset the panel.
Exterior Panel:
Panels consist of painted galvanized steel.
Panel color is to be white.
Wind Load Design:
Panel shall withstand a maximum wind load pressure of up to 48.3 lbs./sq. ft.
Panel Structure:
Each panel envelops an upper and lower structurally reinforced PVC square tube with
additional 20-gauge steel stiffeners.
Panel Insulation:
Complete 2" thick panels have insulation rating of R-8.56.
The panel insulation is comprised of a highly efficient thermal insulation composed of a
rigid polystyrene foam core.
Seals:
Door seals are to be a highly durable PVC material to seal the perimeter of the door.
Upper and lower edge seal to be comprised of a loop and single-flap seal configuration.
Side panel seals to be comprised of a single flap configuration.
Locks:
Panels shall feature dual slide locks as standard equipment.

PPAARRTT  33  EEXXEECCUUTTIIOONN

33..0011  PPRREEPPAARRAATTIIOONN::
Take field dimensions and examine conditions of substrates, supports and other 
conditions under which this work is to be performed.  Do not proceed with work until
unsatisfactory conditions are corrected.

33..0022  IINNSSTTAALLLLAATTIIOONN::
Consult installation manual prior to and during installation.
Install door panel and operating equipment complete with necessary hardware and 
supports in accordance with manufacturer’s product data and as specified herein.
Secure panel to hinges, plumb, level and true to line.
Anchor hinges at spacing required.
Provide additional support as necessary for attachment of panel.
Instruct owner’s personnel in proper operating procedures and maintenance schedule.

33..0033  AADDJJUUSSTTIINNGG  AANNDD  CCLLEEAANNIINNGG::
Test sectional doors for proper operation and adjust as necessary to provide proper 
operation without binding or distortion.
Touch-up damaged coatings and finishes and repair minor damage to door panel, 
hardware and operators.  Clean exposed surfaces using non-abrasive materials and 
methods recommended by manufacturer of material or product being cleaned.
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